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MULTI-SPLIT SYSTEMS
M U L T I Z O N E

Outdoor Units

Unitary Small HP
AHRI Standard 210/240
Certification applies only when the complete system
is listed with AHRI.

®
CONFORMS TO 
UL STD. 1995
CERTIFIED TO 
CSA STD. C22.2
NO. 236

INVERTER VENTUS MULTIZONE optimize energy usage, efficiency and performance.
The result is lower electric bills along with exceptional cooling and heating.

VENTUS indoor and outdoor units offer single and multi zone compatibility in all models up to
5 indoor units connected to 1 outdoor unit.

Model OVMH181B

Performance

Nominal Cooling BTU/H 18,000

Nominal Heating BTU/H 19,000

Electrical

Voltage / Phase / Frequency 208-230V~ 60Hz, 1Ph

Recommended signal wiring 16AWG/4 Stranded, Unshielded

Minimum Circuit Ampacity Amps 18

Recommended Fuse Size Amps 25

Outdoor Noise Level DBa 58

Connection Type Flare

Combined Minimum Length Feet 10

Combined Maximum Length Feet 131

Maximum Line Length Each Feet 82

Maximum Vertical Differential Feet 49

Connection Pipe Size Suction Inches 2 x 1/4

Connection Pipe Size Discharge Inches 2 x 3/8

Physical

Net Weight lbs 100.31

Net Dimensions (WxDxH) Inches 33.27 x 14.29 x 27.63

Refrigerant Oz R410A / 65.26

OVMH271B OVMH361B OVMH481B

28,000 36,000 49,000

28,000 37,000 50,000

208-230V~ 60Hz, 1Ph 208-230V~ 60Hz, 1Ph 208-230V~ 60Hz, 1Ph

16AWG/4 Stranded, Unshielded 16AWG/4 Stranded, Unshielded 16AWG/4 Stranded, Unshielded

25 25 40

35 30 60

63.4 62.3 64

Flare Flare Flare

10 10 10

197 262 262

98 114 114

49 49 49

3 x 1/4 4 x 1/4 5 x 1/4

3 x 3/8 3 x 3/8 + 1 x 1/2 3 x 3/8 + 2 x 1/2

139.77 169.09 225.43

37.24 x 16.14 x 31.89 37.24 x 16.14 x 31.89 37.48 x 16.34 x 52.48

R410A / 91.7 R410A / 134.4 R410A / 162

27 k18 k
36 k

48 k

SCAN ME
For more information



HI WALL
Model IVMH091B IVMH121B IVMH181B IVMH241B

Power supply Ph / V / Hz 1/208~230/60 1-208~230-60

Cooling

Capacity                     BTU 9,000 12,000 18,000 24,000

Input           W 22 22 58 72

Rated current   A 0.25 0.25 0.4 0.33

Heating

Capacity        kW 9895 12,966 18,767 25,591

Input           W 22 22 58 72

Rated current   A 0.25 0.25 0.4 0.45

Indoor air flow (Hi/Mi/Lo) CFM 264/205/141 306/212/147 559/365/306 618/471/324

Indoor noise level (Hi/Mi/Lo) dB(A) 39/35/24.5 39/36/25 45/39/34 50/42/35

Indoor unit
Dimension(W*D*H) inch 31.57x7.44x11.69 31.57x7.44x11.69 42.52x8.9x13.19 42.52x8.9x13.19

Net/Gross weight  lbs 18.1/22.0 19.8/24.2 29.1/37 29.1/37

Application Area Cooling standard  sq.ft 108-129 251 - 368 330-484

Operation temperature °F 62~86

151-172

62~86 62~86 62~86

1-208~230-60 1-208~230-60

DUCT - TYPE
Model DVMH091B DVMH121B DVMH181B DVMH241B

Power supply Ph / V / Hz 1-208~230-60 1-208~230-60 1-208~230-60 1-208~230-60

Cooling / Heating BTU 9,000 / 9,895 12,000 / 12,966 18,000 / 18,767 24,000 / 25,591

Min. Circuit ampacity A 1.3 1.3 3 3

Max Fuse A 15 15 15 15

Input W 130 130 90 90

RLA A 1.11 1.11 1.2 1.2

Speed (Hi/Mi/Lo) RPM 1170/1030/850 1170/1030/850 850/700/450 850/700/450

Indoor air flow (Hi/Mi/Lo) CFM 353/283/177 353/283/177 530/450/371 776/693/435

Indoor external static pressure (Hi) 0-50 0-50 0-100 0-160

Indoor noise level (Hi/Mi/Lo) dB(A) 36/33/30 39/36/34 42/39/37 45/41/38

Indoor unit

Dimension(W*D*H) inch 24.6x19.9x7.9 27.6x19.9x7.9 34.6x26.5x8.3 43.3x30.5x9.8

Air outlet size 
Air Return size inch 21.1 x 6

Net/Gross weight lbs 8.1 / 9.9 8.1 / 10 10.8/13.4 17.9/21.2

Refrigerant piping Liquid side/ Gas side  inch 1/4 - 3/8 1/4 - 3/8 1/4 - 1/2 3/8 - 5/8

Operation temperature F° 62~86 62~86 62~86 62~86

Fan Motor

Pa

23.6 x 7.3
21.1 x 6

23.6 x 7.3
27.8 x 5.4
30.8 x 7.5

36.5 x 6.9
39.4 x 8.9

FOUR WAY CASSETTE
Model

Power supply Ph / V / Hz 1-208~230-60 1-208~230-60 1-208~230-60 1-208~230-60

Cooling / Heating BTU 9,000 / 9,895 12,000 / 12,966 18,000 / 18,767 24,000 / 25,591

Min. Circuit ampacity A 1.2 1.2 1.9 2.5

Max Fuse A 15 15 15 15

Input W 45 45 45 58

RLA A 0.465 0.465 0.465 0.332

Speed (Hi/Mi/Lo) RPM 600/520/460 600/520/460 730/630/570 600/520/450

Indoor air flow (Hi/Mi/Lo) CFM 353/306/271 447/384/311 563/486/439 684/613/540

Indoor noise level (Hi/Mi/Lo) dB(A)

Indoor unit

Dimension(W*D*H) inch 22.4x22.4x10.2

inch

Net/Gross weight

lbs

Refrigerant piping Liquid side/ Gas side  inch 1/4 - 3/8 1/4 - 3/8 1/4 - 1/2 3/8 - 5/8

Operation temperature F° 62~86 62~86 62~86 62~86

Fan Motor

CVMH091B CVMH121B CVMH181B CVMH241B

Pannel size

Net/Gross weight lbsBody

Pannel

25.5x25.5x1.97

32 / 38.1

5.51 / 9.92

43/39/36 48/43/41 48/43/41

22.4x22.4x10.2

25.5x25.5x1.97

33.1x33.1x8.1

37.4x37.4x2.17

35.2 / 41.9 35.7 / 47 46.2 / 54.1

22.4x22.4x10.2

25.5x25.5x1.97

5.51 / 9.92 5.51 / 9.92 11.1 / 17.6

51/47/43
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